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AQ2201 frame controller
Model: 810518900-�

Power cord
D :UL3P
F :VDE Standard (CEE-C7)
G :SAA Standard (SAA-3P)
Q :BS Standard (BS546 3P)
H :BS Standard (BS 2P)

Number of slots: 3
Display: color LCD, 320 � 240 pixels
Interfaces: GPIB, Ethernet, and USB

AQ2202 frame controller
Model: 810518920-�

Power cord
D :UL3P
F :VDE Standard (CEE-C7)
G :SAA Standard (SAA-3P)
Q :BS Standard (BS546 3P)
H :BS Standard (BS 2P)

Number of slots: 9
Display: color LCD, 320 � 240 pixels
Interfaces: GPIB, Ethernet, and USB

Sensor Module       AQ2200-215
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Note

Please refer to GS 810518900 for more information

Items Specifications

Detector type InGaAs

Wavelength range 970 to 1660 nm

Power range (CW light) -70 to +30 dBm

Applicable fiber ≤ 62.5/125 µm (GI)

NA ≤ 0.275

Uncertainty under reference conditions ± 3.0 %

Total uncertainty ± 5.0% ± 2.0nW

Polarization dependence 0.03dB p-p (typ.)

Linearity < ± 0.05dB ± 2.0nW

Noise level 2.0 nW or less

Averaging time (minimum) 100 µs

Analog output Included

Optical connector AQ9335C (*) connector adapter

The AQ2200-215 is an optical power meter that covers high optical power up to +30dBm, featuring high speed sampling and
various data processing functions. The AQ2200-215 is an ideal measurement tool for optical output power measurement and
margin test of WDM transmission equipment, output power and gain measurements of optical fiber amplifiers, and optical output
power measurement of high power optical transmitter. In conjunction with AQ2200 Series modules and AQ6370 Optical Spectrum
Analyzer, the desired measurement system can be configured.

High Performance High Power Sensor

Measurement Examples

Related products

Model

Specifications

Model Suffix code Descriptions

735125 AQ2200-215 Sensor Module

Connector -NON No connector adapter
Adapter -FCC AQ9335C(FC) connector adapter (with a light shield cap)

-SCC AQ9335C(SC) connector adapter (with a light shield cap)

-STC AQ9335C(ST) connector adapter (with a light shield cap)

-LCC AQ9335C(LC) connector adapter (with a dustproof cap)

-MUC AQ9335C(MU) connector adapter (with a dustproof cap)




